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LONGITUDINAL SECTION TRANSVERSE SECTION

EXPANSION JOINT DETAIL "A" AT BENT 3

‘ t‘ STATE

PROJECT NUMBER

SHEET TOTAL
NO. SHEETS

PPleeee | GA. |IM-STP-OOMS(265)) 13 | 198
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EXISTING EXPANSION

TRANSVERSE SECTION

RESEAL EXPANSION JOINT DETAIL AT BENTS 2 & 4

NO. LENGTH | No. |T
LOCATION |/ wee s |V lalglk B C 1D LE L FTHLJIK I,
LOC. mm |REQ'D.| P mm | mm | mm| mm | mm | mm | mm | mm
BENT 3 | "
1305 20 96 13l |4 220 335 335
2500A] 4060 | 4 60
2500B| 4060 | 4 6l
2506A 4730 | 4 60
2506B] 4730 | 4 ol
FEMALE MALE
REINFORCEMENT REINFORCEMENT
COUPLER COUPLER
LENGTH -J LENGTH
TYPE 60 TYPE 6l

NOTE: REINFORCEMENT STEEL COUPLERS SHALL BE THREADED TYPE "RICHMOND SCREW
ANCHOR CO., INC. DOWEL BAR SUBSTITUTION AND SPLICER SYSTEM” OR "ENRICO
PRODUCTS, INC. LENTON STANDARD COUPLER” OR EQUAL AS APPROVED BY THE ENGINEER.
COST OF REINFORCEMENT STEEL COUPLERS SHALL BE INCLUDED IN THE PRICE BID
FOR SUPERSTRUCTURE REINFORCING STEEL.
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